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PURPOSE: (continued)

PART II (for heater fuel valve assemblies with safety plate tab)

Since heater fuel valves with safety wire holes in the stem cap nut are no longer available, Piper has designed a new
heater fuel valve assembly which incorporates a different safety wire installation. The new heater fuel valve is a
complete assembly that incorporates a safety plate tab and safety wire, which has been pressure tested to 40 psi. (The
Piper Part Number, 19460-00, remains the same.) Refer to Figure 2 of this Service Bulletin for an illustration of
proper safety wire installation on heater fuel valves with the safety plate tab.

Part II of this Service Bulletin requests that the heater fuel valve stem assembly cap nut be inspected to insure that it
is safetyed properly, and to replace the valve assembly if the proper method of safetying was not employed.

INSTRUCTIONS:
PARTS I and II

1. Gain access to the heater fuel valve in accordance with the Apache and Aztec Service Manuals, Section XIII,
Removal of Heater Fuel Valve.

2. Inspect the stem and cap nut for proper safetying in accordance with Figures 1 or 2 (whichever applies) of this
Service Bulletin.

3. If any part of the stem assembly is damaged or is not able to be safety wired properly, or if leakage is evident,
replace the assembly.

4. Install the heater fuel valve in accordance with the Apache and Aztec Service Manuals, Section XIII, Installation of
Heater Fuel Valve.

5. If proper safetying is evident in accordance with Figures 1 or 2 (whichever applies) of this Service Bulletin, and no
leakage is evident, the aircraft may be returned to service.

6. Make appropriate log book entry.

MATERIAL REQUIRED: PARTS I and II: One (1) each per aircraft, Heater Fuel Valve Assembly, Piper Part
No. 19460-00, if required per Instructions, above.

AVAILABILITY OF PARTS: PARTS I and II: Your Piper Field Service Facility.

EFFECTIVITY DATE: PARTS I and II: This Service Bulletin is effective upon receipt.

SUMMARY: This service release is submitted to owners and operators of above referenced air-
craft to reiterate the necessity of compliance with existing inspections per service manual inspection procedures, and
to insure that the above referenced area is regularly inspected in accordance with existing inspection requirements.
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Figure  1
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Figure  2
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