
SERVICE LETTER

SERVICE LETTER NO. 433 September 9, 1964

TO: Distributors, Dealers, Certified Service Centers and Owners

SUBJECT: Installation of Placard (Cowl Flaps Open)

MODELS AFFECTED: PA-24-400 Comanches, Serial Nos. 26-1to 26-124 inclusive
PA-30 Twin Comanches, Serial Nos. 30-1 to 30-598 inclusive

DATE OF COMPLIANCE: Upon receipt of placard

This service letter is to advise that the aircraft indicated by the above serial numbers shall have a
placard attached to the landing and take-off check list placards in the following manner:

PA-24-400 COMANCHE
(One placard required per airplane)

One placard is required and shall be attached to the landing checklist
placard.

PA-30 TWIN COMANCHE
(Two placards required per airplane)

Twoplacards shall be required per airplane and are to be attached to
the take-off and the landing checklist placards.

Refer to sketch on the reverse side of this service letter.

Distributors shall estimate the number of placards required to comply with the above and submit
their orders for placard, part number 755 881, which will be furnished at no charge.

(Over)

PIPER AIRCRAFT CORPORATION, LOCK HAVEN, PA., U. S. A.



PA-30

TAKE - OFF LANDING
FUEL ON - MAIN TANKS
ENGINE GAGES - CHK'D.
ELEC. FUEL PUMPS - ON
MIXTURES - SET
PROPELLERS - SET
CONTROLS - FREE
TABS - SET
FLAPS - SET
DOOR - LOCKED
GENERATORS - ON

(COWL FLAPS - OPEN

FUEL ON - PROPER TANK
MIXTURE - RICH
PROPELLER - SET
ELEC. FUEL PUMPS - ON
LDG. GEAR DN. - LOCKED
FLAPS - SET
COWL FLAPS - OPEN

PA- 24 -400

LANDING
FUEL ON - PROPER TANK
MIXTURE - RICH
PROPELLER - SET
ELEC. FUEL PUMP - ON
LDG. GEAR DN. - LOCKED
FLAPS - DOWN - 125 M.P.H.

ICOWL FLAPS - OPEN
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